Plasit R

[STORAGE SYSTEMS]

Technical

Specifications
& Features

Alternative Storage or Uses

Primary Tank Volume

SecondaryTank Size~ mm

inches

Overall Shipping Height
Weight

Ultraviolet Protection

Static Elecity Protection

Maximum Temperature

Heater Type and Size

Sour Service Compatible

Chemical Compatibility

Primary Tank Gauge Board
Secondary Tank Sight Glass

—___pT85 PT405 PT.200 CT:200 CT420

Methanol, Blowdown Tank, Glycol

85 bbl (13.5 m?)

3048 OD x 2540 H
1200D x 100 H

2795 mm (110")
1590 kg /3500 Ibs

Yes

Yes

60°C (140°F)
Thermal Siphon, 6000 BTU/hr

Yes

Call for List

Included

External Plastic Tube

Methanol, Blowdown Tank, Glycol
105 bbl (16.7 m?)

3048 OD x 3048 H
1200Dx 120 H

3500 mm (138")
1820 kg / 4000 Ibs

Yes

Yes

60°C (140°F)
Thermal Siphon, 12000 BTU/hr

Yes

Call for List

Included

External Plastic Tube

Methanol, Blowdown Tank, Glycol

200 bbl (23.1 m?)

38100D x4115H
150 0D x 162 H

4570 mm (180")
2270kg /5000 Ibs

Yes

Yes

60°C (140°F)

Aurora Heat Tracing

Yes

Call for List

Included

External Plastic Tube

Chemical, Glycol, Slop Oil
200 Imp. Gal. (910 litres)

965W x 1650 Lx 940 H
38Wx65Lx37H

Dependant on Stand Type
34kg /75 Ibs

Yes

Yes

60°C (140°F)
N/A

Yes

Call for List

Option
Option

Chemical, Glycol, Slop Oil, Produced Water
420 Imp. Gal. (1910 litres)

1370Wx 1930 Lx 1600 H
54Wx76Lx63H

Dependant on Stand Type
90 kg /200 |bs

Yes Yes

Yes Yes

60°C (140°F)
N/A

Yes

Call for List

Option
Visual Through Outer Tank



